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IBC Module
Black 445 - 455
LS-TA2

Elegant black design and
high-performance in combination.

Online shop:

Find our products
and further
information here.

Environmentally friendly
Free from per- and polyfluoroalkyl substances (PFAS)

for a more environmentally friendly and healthier future.

Bifacial power generation

Up to 25% higher yield caused by double-sided
active module, which absorbs sunlight with the front
and back.

Better cell protection

The front and back glass layer protects the cells from
damaging and environmental impacts

Aesthetic design

Elegant black design for a homogeneous and
high-quality appearance.

You also benefit from:
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a positive power tolerance (-0/+3%)
increased mechanical stability (5,400 Pa)
a German guarantor

100% proved quality

15 years combination warranty

on modules and mounting systems

a 30-year performance warranty

a 25-year product warranty
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SOLAR

M34+2

Have sun!
Black 445 Black 450 Black 455 Operating conditions
IBC Module
LS-TA2 LS-TA2 LS-TA2 Max. System Voltage (V) 1500
Article number 2006300012 2006300013 2006300028  Application Class A
Reverse Current Ir (A) 30
Electrical data (STC)® Fuse protection from parallel strings 3
STC Power Pmax (Wp) 445 450 485 Protection class Il (DIN EN 61140)
STC Nominal Voltage Umpp (V) 3371 3391 341 Fire protection Class A (IEC 61730-ANSI/UL790)
STC Nominal Current Impp (A) 13.2 13.27 13.34
STC Open Circuit Voltage Uoc (V) 40.05 4025 4045 Mechanical properties
STC Short Circuit Current Isc (A) 141 1417 14.24 Dimensions (L x W x H in mm) 1762 x 1134 * 30
Module Efficiency (%) 223 225 228 Weight (kg) 245
Power Tolerance (%) -0/+3 -0/+3 -0/+3 Max. Test load, Push/Pull (Pa) 5400/2400
Max. Design load?, Push/Pull (Pa) 3600/1600
Electrical data (NMOT)® . 2.0 (low-iron photovoltaic glass
Front side (mm) . . ;

NMOT (°C) 42 42 42 and anti-reflective coating)
NMOT Power Pmax (Wp) 335 339 343 Back side (mm) 2.0 (low-iron photovoltaic glass)
N anodized aluminium,

NMOT Nominal Voltage Umpp (V) 3149 31.68 31.86 Frame sturdy hollow-chamber frame
NMOT Nominal Current Impp (A) 10.68 10,73 10.79 Cells 12 x 9 mono-crystalline silicon cells
NMOT Open Circuit Voltage Uoc (V) 3794 3813 38.32 Connection type Staubli MC4-EVO 2A
NMOT Short Circuit Current Isc (A) 11.36 14 147
i ici i Warranties and certification
Rtel2a(;|(\)/<\eNEff|20|<;ncy Reduction 244 242 246
a m” (%) Product warranty 25 years'
Electrical Specifications* (BNPI®) Performance warranty 30 years'
. year1 1.0 %
BNPI Power Pmax (Wp) 492 497 503 Annual degradation year 2-30 04%
BNPI Nominal Voltage Umpp (V) 3375 3395 3415 Certification IEC 61215, IEC 61730-1/-2, 1SO 9001,
BNPI Nominal Current Impp (&)~ 14.57 14.64 1472 ISO 14001, DIN EN ISO 45001
BNPI Open Circuit Voltage Uoc (V)  40.05 40.25 4045 T ©
Packaging information
BNPI Short Circuit Current Isc (A) 15.51 15.59 15.67
Number of modules per pallet 36
Temperature coefficient (linear) Number of pallets per truck 26
Tempcoeff Isc (%/°C) +0.048 +0.048 +0.048 Dimensions incl. pallet (L x W x Hin mm) 1800 x 1140 x 1250
Tempcoeff Uoc (mV/°C) 100125 -100.63 -101125 Gross weight incl. double pallet (kg) 920
Tempcoeff Pmpp (%/°C) ~0.29 -0.29 -0.29 Stackability per pallet 2-fold
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